
NOLITA



Features Test Method Value

Water Absorption ISO 10545-3 10% ≤E ≤18% - P4

Abrasion Resistance ISO 10545-7 0

Scratch Hardness - 4

Breaking Strength ISO 10545-4
> 270
> 1200

Chemical Resistance ISO 10545-13 Class A

Frost Resistance ISO 10545-12 Not Resistant

According to ANSI and MIA standards, depending on the type and size of tile, it is recommended to have at least a 1/8” wide grout joint for floor tiles in order to be 

able to fill the grout joint full and never less than 1/16” wide. Please refer to TCNA guidelines for more on grout recommendations.

NOLITA
Ceramic Tile

Product Info:
• Ceramic Tile
• Matte | Glossy Finishes
• 9.5mm Thickness
• Pressed Edge
• V1 - Uniform Appearance
• Frost Resistance = No

Contact your sales representative for more information. All material must be inspected prior to installation. Absolutely no claims will be accepted after installation. 
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AVAILABLE IN:
 9.5mm Wall Tiles

SIZE FINISH COLORS

3”x6” Glossy Cloud | Mist | Desert | Earth | Tide | Smoke

3”x6” Matte Cloud

3”x12” Glossy Cloud | Mist | Desert | Earth | Tide | Smoke

3”x12” Matte Cloud

 Trim Pieces

SHEET SIZE TYPE FINISH COLORS

12” Quartino Glossy Cloud | Mist | Desert | Earth | Tide | Smoke

12” Quartino Matte Cloud

All Sizes are Nominal. 
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